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2017 Comparative Test Series:  In 

Progress • Each lab shipped samples for two-
part test series 
– 10 PAN-8579 9 oz/yd2 felt samples for picture frame testing 

– 10 PAN-8611 16 oz/yd2 felt samples for picture frame 
testing 

– 6 Brook One BO856B-II thermal acoustic insulation 
blankets for test rig testing 

• Testing with original stator (with igniters 
and wires) 
– 5 PAN-8579 

– 5 PAN-8611 

– 6 BO856B-II (3 tests worth) 

• Testing with new stator (no igniters or 
wires) 
– 5 PAN-8579 

– 5 PAN-8611 

• Comprehensive testing instructions e-mailed 
to each lab 

 

• Participation by 11 labs across 
3 continents 

1. Accufleet – USA  

2. Airbus – Germany  

3. Boeing – USA  

4. DGA – France  

5. Embraer – Brazil 

6. FAATC – USA  

7. Govmark – USA  

8. Jehier – France  

9. Rescoll – France  

10. Resonate – N. Ireland 

11. Triumph – USA  

 



Test Details 
• Instructions include all details for setting up 

burners, equipment, and test samples 

• A gardon gauge is to be installed on picture 
frame to get heat flux data while testing PAN 
samples 



Phase I Results 



% Standard Deviation Across All Tests 

7.18% 

% Standard Deviation Across All Tests 

9.38% 



8579 Histogram 8611 Histogram 



Insulation Blanket Burnthrough Tests 

Brook One BO856B-II Thermal Acoustic Insulation Blankets 





Summary 

• 7 out of 11 labs have submitted results 

• So far, data looks good 

– ~7% Std Dev for 8579 

– ~9% Std Dev for 8611 

– Burnthrough blankets below 2.0 BTU/ft2s during 4-

minute test at all labs (depending on slit in back 

blanket) 

 


